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ZX WEAR LAYER
TECHNOLOGY

The SuperNick®ZX family of squash strings
features a multi f i lament nylon core

encapsulated with a hi-tech ZX wear layer
constructed with Zyex® f i laments

SuperNick ZXMicro
SuperNick® ZX Micro is 1.15 mm in
diameter with a multifilament nylon
core for optimum ball control and
precise touch. The hi-tech ZX wear
layer and thinner 1.15mm gauge
provide a superior combination of
toughness and playability, while the
textured surface maximizes the ability
to impart spin and cut the ball.

PRECISE TOUCH
MAINTAINS TENSION[ ]

MAIN FEATURES
THE BENEFITS

POWER :
FEEL :

DURABILITY :
TENSION STABILITY :

SuperNick ZX
SuperNick® ZX is 1.25mm in diameter
with a multifilament nylon core for
optimum ball control and precise
touch. The hi-tech ZX wear layer
maximizes durability and tension
maintenance, while the textured
surface maximizes the ability to
impart spin and cut the ball.

PRECISE TOUCH
MAINTAINS TENSION[ ]

MAIN FEATURES
THE BENEFITS

POWER :
FEEL :

DURABILITY :
TENSION STABILITY :

mm
[ 18 gauge ]

1.15 metres
[ 30 feet ]
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SuperNick ZX

mm
[ 17 gauge ]

1.25 metres
[ 30 feet ]
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® Zyex is a registered trademark of Victrex Limited




